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MODRFID/CL/N/7525

IC Specifications Antenna Design
- IC Protocol:ISO 18000-6C Top: Aluminum/10 pum
-1SO Typical Frequency:860-960 MHz Substrate: PET/50 ym

- Chip:Monza Ré6-P

- User Memory:64Bits

- Chip Part No.:SL3S1206FUD2/HA

- Operating Temperature:-40°C/+85°C
- Storage Temperature:-40°C/+85°C

Nylon Label Layout and Dimensions (mm) Optional surface material for wide application
Available with customized printing

. 65mm R Tailored sizes to meet specific requirements
— Pre-encoding services for easy deployment
e 18mm
3.5 +/I— 2 rlnm min. 3mm
S
. 25+/-1mm
?
3.5 +/-2mm
10+/-1mm cut 2.4:0.6
Unwinding Direction
Construction (Thickness: mm; Tolerance: +/-10% per layer)
Thickness 0.14 _— ———— Printing  Nylon with  Adhesive
Thickness 0.063 _— ——— [(SA637B) Inlay
Thickness 0.14 _— —— |White Nylon with Adhesive (SA637B)

Product Parameter

Parameters Characteristics

Tail 1 m leading silicon paper at the beginning and the end of roll
Defectives NA

Yield >_99 %
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